
Primers
high Performance UV cUrable, water-based and 
solVent-based Primers

ProPerties benefits

•	Improved	adhesion	and	scratch	resistance •	Can	use	standard	ink	on	difficult	materials

•	1	ink	series	can	be	used	on	more	substrates •	Reduced	inventory

•	Press	ready •	Improved	productivity

Flint	Group	Narrow	Web	Primers	have	been	developed	to	improve	adhesion	to	synthetic	and	metallised										
substrates.

the Primers range:  

•	Can	be	overprinted	with	many	of	the	Flint	Group	Narrow	Web	technologies.
•	Provides	improved	adhesion	on	films,	metallised	films	and	foils.
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The	aim	of	our	technical	documents	is	to	inform	our	customers	about	general	values.	
However,	the	transferability	of	general	values	known	from	experience	and	laboratory	
results	to	concrete	practical	applications	depends	on	a	number	of	factors	which	are	
beyond	our	control.	We	therefore	ask	for	your	understanding	that	this	advice	document	
cannot	be	used	as	the	basis	for	claims	in	law.	Furthermore,	the	correct	application	for	
each	product	has	to	be	checked	carefully	for	suitability.	For	application	details	refer	to	
Technical	Data	Sheet.
Product	names	followed	by	®	are	trademarks	registered	by	Flint	Group	Incorporated.

for more details on Primers,
call your nearest flint group narrow web office or dealer.

ProdUct 
code

tyPe Pe PP PVc Pet foil with ink 
tyPes

other

UVB00100 UV-L ••• •• •• •• •• UV

HMF01105 WB-F ••• ••• ••• • ••• UV,	WB,	SB

UVT00041 UV-F ••• • • • ••• UV ADHESION	TO	HOT	FOIL
UVT00095 UV-F ••• ••• •• ••• ••• UV

The	information	contained	in	this	brief	product	presentation	is	based	on	long	experience	
of	Flint	Group	Narrow	Web	and	on	internal	standardised	tests.	It	is	not	to	be	interpreted	
as	a	warranty	or	guarantee	in	any	form	as	conditions	beyond	our	control	can	affect	the	
quality	of	the	printing.	If	there	is	any	doubt,	the	user	should	always	make	every	effort	to	
ensure	that	the	products	used	are	appropriate	for	the	purpose.

•••	Recommended
••				Not	recommended
	•						Material	/	Primer	combination	not	tested

L	-						Letterpress
F	-					Flexo
UV	-		UV	inks
SB	-		Solvent-based
WB	-	Water-based

	


